
Workstation Configuration  Client Configuration Application Server Configuration (Optional) Database Server Configuration

Technology Stack

Database
MS SQL Server 2016, 2017, and 2019 (MS SQL Express 

versions are optional)
N/A N/A MS SQL Server 2016, 2017, and 2019

Operation System Windows 10 Windows 10 Windows Server 2016, 2019 Windows Server 2016, 2019

RAM 16 Recommended or greater (8 GB Minimum)
16 Recommended or greater (8 GB 

Minimum)
16 Recommended or greater (8 GB Minimum)

16 Recommended or greater (8 GB 

Minimum)

 Dual core processor – P4, 2Ghz or faster Dual core processor – P4, 2Ghz or faster

 (Required: single processor P4, 1.4 Ghz)  (Required: single processor P4, 1.4 Ghz)

Hard Drive Space 200GB or more to scale user and data needs 25GB or more 200GB or more 200GB or more

Browser IE 11, Edge(Chromium) and Chrome IE 11, Edge(Chromium) and Chrome N/A N/A

Resolution Required: 1280 x 1024 or higher Required: 1280 x 1024 or higher N/A N/A

.Net Framework
3.5 (only required for Map module),  4.8, .NET Core 

(required for FL Wiz Regression only)

3.5 (only required for Map module),  

4.8, .NET Core (required for FL Wiz 

Regression only)

3.5 (only required for Map module),  4.8, .NET 

Core (required for FL Wiz Regression only)

3.5 (only required for Map module),  4.8, 

.NET Core (required for FL Wiz Regression 

only)

TLS TLS 1.2; SQL Server 2012 Native Client (v11)†
TLS 1.2; SQL Server 2012 Native 

Client (v11)†
TLS 1.2; SQL Server 2012 Native Client (v11)† TLS 1.2; SQL Server 2012 Native Client (v11)†

† SQL Server 2012 Native Client (v11) is included with SQL Server 2016 and SQL Server 2019.  SQL Server 2012 Native Client (v11) must be installed on the workstation and server.  Connection errors referencing the 

provider indicate the proper version of the Native Client is not installed.  

SQL Server 2012 Native Client (v11) is available as a free download at https://www.microsoft.com/en-us/download/details.aspx?id=50402

CRA Wiz & Fair Lending Wiz 

Processor 2 cores, 2.4 GHz processor or faster 2 cores, 2.4 GHz processor or faster 

Network: Ethernet  connection 1000 Mbps (Between Client and Server Machines)


